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FW35
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Lock Adjustment Rod

Larger Grease Grooves

Closed Loop 
Straight 
Pull Handle

Open Loop 
Straight 
Pull Handle

As Cast Surface
Type “B” Lock

Ref. Casting Number XD-351-H

One Piece Replacable 
Lube Free Pocket Insert

Bolt and Nut 
Used to Secure 
Bracket Pin

Larger Throat 
Opening

Old Style FW35
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Machined Surface

Type “B” Lock

Grease Zerk,  
No Pocket Inserts

Ref. Casting Number XD-351

Ref. Casting Number XD-3501

FW31 (NoLube™)
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Bolt and Nut 
Used to Secure 
Bracket Pin

No Lube 
Pocket Inserts

Lube Plate Inserts

Closed Loop 
Handle

FW33 (Low Lube)
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Bolt and Nut 
Used to Secure 
Bracket Pin

Lock Adjustment Rod

Closed Loop 
Handle

Type “B” Lock

Lube Plate 
Inserts

FW17
50,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Bolt and Nut 
Used to Secure 
Bracket Pin

Closed Loop 
Release Handle

Lock Adjustment

FW3500
40,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Discontinued - Replacement Parts Only

Machined Surface

Type “B” Lock

Lock Guard

Grease 
Zerk

Pivot Pin  
Captured Underneath

ID Tag Location

ID Tag Location

ID Tag Location ID Tag Location

ID Tag LocationID Tag Location

Smaller Grease Grooves

Lock Adjustment Rod

Lock Adjustment Rod

Lock Adjustment Rod

Type “B” Lock 
(No Lube Coated)

Type “A” 
Lock

No Lube 
Pocket Inserts

No Lube 
Pocket Inserts

Ref. Casting Number XD-331

Ref. Casting 
Number XD-171

Bolt and Nut 
Used to Secure 
Bracket Pin
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FW2000
40,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Discontinued - Replacement Parts Only

FWS1
50,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Lock Adjustment

Bolt and Nut 
Used to Secure 
Bracket Pin

Red Safety Indicator

Closed Loop 
Handle

Drill and Tapped 
Grease Fitting Holes

FW8
45,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Discontinued - Replacement Parts Only

Bolt and Nut 
Used to Secure 
Bracket Pin

Closed Loop  
“Z” Pattern  
Pull Handle

Type “A” Lock

FW83
45,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Discontinued - Replacement Parts Only

Bolt and Nut 
Used to Secure 
Bracket Pin

Closed Loop 
“Z” Pattern 
Pull Handle

Type “A” Lock

FW16
50,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Available 2013

FWAL
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Bolt and Nut 
Used to Secure 
Bracket Pin

Closed Loop 
“Z” Pattern 
Pull Handle

Lock Adjustment

Front Lock Insert

Lock Adjustment
Lube Plate Inserts Lube Plate Inserts

Lube Plate Inserts

Lock Adjustment Lock Adjustment

Lock Adjustment

ID Tag Location Type “A” Lock Type “A” LockID Tag Location

ID Tag Location ID Tag Location

ID Tag 
Location

Model Name 
Cast Into Plate

Closed Loop 
Release Handle

Bolt and Nut 
Used to Secure 
Bracket Pin

No Lube  
Pocket Inserts

No Lube  
Pocket Inserts

No Lube  
Pocket Inserts

No Lube  
Pocket Inserts

Open Loop 
Straight 
Pull Handle

Pivot Pin  
Captured Underneath

ID Tag Location

Ref. Casting 
Number XD-161

Ref. Serial 
Number

Ref. Serial Number

Ref. Casting Number XD-201 Ref. Casting Number XD-231

Ref. Casting Number XD-2009

Type “A” Lock

Type “A” Lock
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Simplex SE
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

FW0165
165,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Drawbar Pull 
Available in 2" and 3.5" Kingpin Lock

Simplex Lite Straight Pull
50,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

FW0100
100,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Drawbar Pull 
Available in 2" and 3.5" Kingpin Lock

FW0070
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Drawbar Pull (Stationary) 
150,000 lbs. Maximum Drawbar Pull (Sliding) 
Available in 2" and 3.5" Kingpin Lock

Lock Adjustment

Lock Adjustment

Lock Adjustment

Lock Adjustment

Open Loop  
Pull Handle

Secondary Lock Closed 
Loop  Pull Handle

Secondary Lock 
Closed Loop  
Pull Handle

Secondary Lock 
Closed Loop  
Pull Handle

Lock Adjustment

Simplex Lite Rotary
50,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

Type “A” Lock

Type “A” Lock

Type “A” Lock

Type “A” Lock

Type “A” 
Lock

Type “A” Lock
Danger and ID 
Tag Location

Danger and ID 
Tag Location

ID Tag Location

ID Tag Location

ID Tag Location

Danger and  
ID Tag Location

Lock Adjustment

Open Loop 
Pull Handle

Open Loop 
Pull Handle

Open Loop 
Pull Handle

Open Loop 
Pull Handle

Open Loop 
Pull Handle

Bolt and Nut 
Used to Secure 
Bracket Pin

Bolt and Nut 
Used to Secure 
Bracket Pin

Model Name 
Cast Into Plate

Bracket Shoes 
and Pads

Bracket Shoes 
and Pads

Bracket Shoes 
and Pads

Ref. Casting Number  
”XD-17-D” -  2" King Pin Lock  
”XD-17-O” - 3.5" King Pin Lock

Ref. Casting  
Number ”XD-101-D” 
- 2" King Pin Lock  
”XD-101-O” -  
3.5" King Pin Lock

Ref. Casting  
Number ”XD-101-D” 
- 2" King Pin Lock  
”XD-101-O” -  
3.5" King Pin Lock
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Simplex II SE
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

Simplex II SE RH
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

Simplex II RH
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

Simplex II 
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

Lock Adjustment

Lock Adjustment

Lock Adjustment

Simplex IIR Rotary Pull
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

FWS2
55,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Discontinued - Replacement Parts Only

Lock Adjustment

Lock Adjustment

Bolt and Nut 
Used to Secure 
Bracket Pin

Bolt and Nut 
Used to Secure 
Bracket Pin

Bolt and Nut 
Used to Secure 
Bracket Pin

Closed Loop 
Handle

ID Tag Location ID Tag Location

Danger and ID 
Tag Location

Danger and ID 
Tag Location

Danger and ID 
Tag Location

Danger and ID 
Tag Location

Lock Adjustment

Red Safety Indicator

Drill and Tapped 
Grease Fitting Holes

No Lube  
Pocket Inserts

Model Name 
Cast Into Plate

Model Name 
Cast Into Plate

Type “A” Lock

Type “A” Lock

Type “A” Lock

Type “A” LockType “A” Lock

Type “A” Lock

Open Loop 
Straight 
Pull Handle

Open Loop 
Pull Handle

Open Loop 
Pull Handle

Open Loop 
Pull Handle 
with Grip

Bracket Shoes 
and Pads

Bracket Shoes 
and Pads

Bracket Shoes 
and Pads

Bracket Shoes 
and Pads

Model Name 
Cast Into Plate

Model Name 
Cast Into Plate

Model Name 
Cast Into Plate

Model Name 
Cast Into Plate

Bracket Shoes 
and Pads

Ref. Serial 
Number
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FW2800-5X / 2900-5X 
Hydralic Elevating Lift
100,000 lbs. Maximum Vertical Lift 
Twin Cylinder

FW67 Air Elevating Lift
40,000 lbs. Maximum Vertical Lift

FW2800-X / 2900-X 
Hydralic Elevating Lift
50,000 lbs. Maximum Vertical Lift 
Single Cylinder 

FW2080 Oscillating
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Drawbar Pull 
Available in 2" and 3.5" Kingpin Locks

Castloc II Rotary Pull
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

Castloc Rotary Pull
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

ID Tag Location

Danger and ID 
Tag Location

Danger and ID 
Tag Location

Top Plate ID 
Tag Location

Top Plate ID 
Tag Location

MOV-ON  
ID Tag Location

MOV-ON  
ID Tag Location

ID Tag Location

Type “A” Lock
Type “A” Lock

Type “A” Lock

Type “B” Lock

Type “B” Lock

Type “B” Lock

Open Loop 
Straight 
Pull Handle Oscillating Foot Mount

Open Loop 
Handle 
with Grip

Secondary 
Lock Release 
Pull Handle

Manual Secondary Lock  
Release Pull Handle

Manual Secondary Lock  
Release Pull Handle

Secondary Lock Handle

Open Loop 
Handle 
with Grip

Bracket Shoes 
and Pads

Single Air Bag

Bracket Shoes 
and Pads

Lock AdjustmentLock Adjustment

Lock Adjustment

Model Name 
Cast Into Plate

Model Name 
Cast Into Plate

Ref. Casting 
Number  
XD-351-2

Ref. Casting Number  
”XD-2081-D” - 2" King Pin Lock  
”XD-2081-O” - 3.5" King Pin Lock
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FW0002-35/-40/-45
8,000 lbs. Maximum Vertical Load 
32,000 lbs. Maximum Gross Trailer Weight

FW0001
8,000 lbs. Maximum Vertical Load 
32,000 lbs. Maximum Gross Trailer Weight

Simplex Yard Spotter 
Standard Capacity
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

FW2870-03148 Semi-Oscillating
Extra Capacity Yard Spotter
100,000 lbs. Maximum Vertical Load 

FW35-03344 
Standard Duty Yard Spotter
70,000 lbs. Maximum Vertical Load

FW1560-C
50,000 lbs. Maximum Vertical Load

ID Location

Danger Tag Location

Saftey Lock Handle

Saftey Lock Handle

ID Tag Location

Pull Handle

Pull Handle

Secondary Release 
Pull Handle

Type “B” Lock

Type “A” Lock

ID Tag Location

ID Tag  
Location

Gooseneck Opening 
- 35 ...3.5"
- 40...4.0"
- 45...4.5"

Split Lock

Split Lock

Type “B” Lock

Type “B” Lock

Foot Mount
Rocker Assembly

ID Tag Location

Lock Adjustment

Warning Tag Location

Warning Tag Location

Secondary Lock  
Pull Handle

Semi-Oscillating 
Foot Mount

ID Tag Location

Ref. Casting Number XD-351-2
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FW1226
40,000 lbs. Maximum Vertical Load 
150,000 lbs. Maximum Drawbar Pull

Simplex 400C
70,000 lbs. Maximum Vertical Load 
200,000 lbs. Maximum Trailing Load

Discontinued - Replacement Parts Only

FW6000-10 with Adjustable 
Mounting Box
12,000 lbs. Maximum Vertical Load 
32,000 lbs. Maximum Gross Trailer Weight

FW6000 Foot Mount
12,000 lbs. Maximum Vertical Load 
32,000 lbs. Maximum Gross Trailer Weight

FW6000-20 with
Mounting Box
12,000 lbs. Maximum Vertical Load 
32,000 lbs. Maximum Gross Trailer Weight

FW1900
20,000 lbs. Maximum Vertical Load 
40,000 lbs. Maximum Drawbar Pull

ID Tag Location

Foot Mount
Foot Mount

ID Tag Location

Lock Adjustment Rod

Lock Adjustment Rod

Lock Adjustment Rod

Adjustable 
Mounting Box Mounting Plate

Lock Adjustment Rod Open Loop 
Pull Handle

Open Loop 
Pull Handle

Open Loop 
Pull Handle

Closed Loop 
Pull Handle

Pull Handle Lever

Open Loop 
Pull Handle

Type “B” Lock
Type “B” Lock

Type “B” Lock Type “B” Lock

Type “A” Lock

ID Tag Location

ID Tag Location

Danger and ID 
Tag Location Rotating Lock System

ID Tag Location

Lock Adjustment


